
3 seconds
WCR Press

©2019



Introduction
When inventor Bertus Kramer was asked to come up with an idea for a Dutch 

company to make recycling of containers easier, he designed the wcr press. 

Before removing the wheel and axis from the plastic container required a 

lot of physical effort and time. With the wcr press a single operator can 

remove the wheel, axis and rubber from a container in three seconds, with 

the press of a button. Recycling has become a lot easier!

Advantages of the wcr press

The wcr press is solely designed to make removal of 

wheels from containers easy. Designed and tested 

for practical application, the wcr press has several 

advantages:

•  Removing wheels becomes faster, easier and 

requires less physical effort from the operator.

•  Less time required reduces your cost price of 

recycling the container.

•  Removing the wheels from the axis reduces 

the transport volume by approximately 

40%.

•  Easy separation of the plastic, 

rubber and the metal parts 

reduces the cost price of the 

raw materials.

•  Due to reduced physical effort, 

health and safety regulations 

regarding the operator are met. 

A cart is available to meet health 

and safety standards for moving 

the press.

 



Quality
The whole press is designed to require as little maintenance as possible. 

The frame of the press is made from stainless steel. The cutting blade is 

made from hardened steel and can be sharpened up to 15mm before it 

needs replacement. All hdpe guides are self-greasing and only require 

cleaning to stay in good condition.

A maintenance kit is available to replace the cutting blade en some hdpe 

guides. Replacement can be done by the user and requires approximately 30 

minutes.



Safety
The wcr press is designed with the safety of the operator in mind. Do note 

that it is specifically designed for operation by a single person. Operation 

should always be done by a skilled operator and during operation 

nobody should be allowed to near the press. Refer to the manual for safe 

operation. Safety for the operator has been achieved by the following:

1.  The cutting blade can only be operated if there is a product in the wcr press. 

A sensor is used to check whether a product is present. If not the wcr press 

will not function.

2.  Before the wcr press can be operated, a button at the height of 120cm has 

to be pressed to start operation. This limits the possibility for the operator 

to get his hand near the press while operating.

3.  When point 1 and 2 apply, the wcr press can be operated with the foot pedal. 

The pedal has a metal casing to prevent accidental operation.

4.  The pedal has a security to prevent accidental pressure from activating the 

wcr press. The foot needs to be whole on the pedal to activate.



5.  The hydraulic hoses have an additional rubber covering to prevent damage 

to the hosing. Do note that the hoses should be regularly check by and 

expert to check for wear or damage.

6.  The electrical wire has a steel cover and an additional plastic covering on 

the wire to prevent external damage and reduce wear.

7. The wcr press has received a CE marking.

Operation
Please refer for a detailed and safe operation of the wcr press to the user 

manual. Operation can typically be summarized in the following steps:

1.  Roll the container Wheel into the wcr press and hold it in position with one 

hand.

2. Press the operating button next to the emergency switch.

3. Use your foot to press the left operating pedal and keep it pressed down.

4.  The wcr press will now start operating and remove the axis and the rubber 

from the wheel.

5.  Once the press has returned to starting position, release the left pedal. 

When this does not happenautomatically, use the right pedal.

6. Now remove the container from the press, and put it on its side.

7. Remove the separated wheel and rubber according to company standards.

8.  Manually remove the axis and the remaining wheel and put it wheel first in 

the press.

9. Repeat steps 3 to 6.
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